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in the source and its activity, the date
of the test, the results of the test, and
the identity of the individual per-
forming the test.

(3) For paragraph (b)(3) of this sec-
tion, the model and serial number of
the dose calibrator, the calculated ac-
tivities, the measured activities, the
date of the test, and the identity of the
individual performing the test.

(4) For paragraph (b)(4) of this sec-
tion, the model and serial number of
the dose calibrator, the configuration
of the source measured, the activity
measured for each volume measured,
the date of the test, and the identity of
the individual performing the test.

[51 FR 36951, Oct. 16, 1986, as amended at 53
FR 19247, May 27, 1988; 59 FR 61783, Dec. 2,
1994]

§ 35.51 Calibration and check of sur-
vey instruments.

(a) A licensee shall calibrate the sur-
vey instruments used to show compli-
ance with this part before first use, an-
nually, and following repair. The li-
censee shall:

(1) Calibrate all scales with readings
up to 1000 millirem per hour with a ra-
diation source;

(2) Calibrate two separated readings
on each scale that must be calibrated;
and

(3) Conspicuously note on the instru-
ment the apparent exposure rate from
a dedicated check source as determined
at the time of calibration, and the date
of calibration.

(b) When calibrating a survey instru-
ment, the licensee shall consider a
point as calibrated if the indicated ex-
posure rate differs from the calculated
exposure rate by not more than 20 per-
cent, and shall conspicuously attach a
correction chart or graph to the instru-
ment.

(c) A licensee shall check each survey
instrument for proper operation with
the dedicated check source each day of
use. A licensee is not required to keep
records of these checks.

(d) A licensee shall retain a record of
each survey instrument calibration for
three years. The record must include:

(1) A description of the calibration
procedure; and

(2) The date of the calibration, a de-
scription of the source used and the

certified exposure rates from the
source, and the rates indicated by the
instrument being calibrated, the cor-
rection factors deduced from the cali-
bration data, and the signature of the
individual who performed the calibra-
tion.

[51 FR 36951, Oct. 16, 1986, as amended at 53
FR 19247, May 27, 1988]

§ 35.52 Possession, use, calibration,
and check of instruments to meas-
ure dosages of alpha- or beta-emit-
ting radionuclides.

(a) This section does not apply to
unit dosages of alpha- or beta- emitting
radionuclides that are obtained from a
manufacturer or preparer licensed pur-
suant to 10 CFR 32.72 or equivalent
Agreement State requirements.

(b) For other than unit dosages ob-
tained pursuant to paragraph (a) of
this section, a licensee shall possess
and use instrumentation to measure
the radioactivity of alpha- or beta-
emitting radionuclides. The licensee
shall have procedures for use of the in-
strumentation. The licensee shall
measure, by direct measurement or by
combination of measurements and cal-
culations, the amount of radioactivity
in dosages of alpha- or beta-emitting
radionuclides prior to administration
to each patient or human research sub-
ject. In addition, the licensee shall:

(1) Perform tests before initial use,
periodically, and following repair, on
each instrument for accuracy, lin-
earity, and geometry dependence, as
appropriate for the use of the instru-
ment; and make adjustments when nec-
essary; and

(2) Check each instrument for con-
stancy and proper operation at the be-
ginning of each day of use.

[59 FR 61783, Dec. 2, 1994]

§ 35.53 Measurement of dosages of un-
sealed byproduct material for med-
ical use.

A licensee shall:
(a) Measure the activity of each dos-

age of a photon-emitting radionuclide
prior to medical use.

(b) Measure, by direct measurement
or by combination of measurements
and calculations, the activity of each
dosage of an alpha- or a beta-emitting
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